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● Verwendbar für Ein- bzw. Zweifarbige LED-Steuerungen.

● Jede Fernbedienung kann mit einem oder mehr Empfänger verbunden werden.

● CR2032 Batterie betrieben.

● Mit LED-Kontrollleuchte.
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Technische Details

Ein- und Ausgang

Betriebstemperatur

max. Gehäusetemperatur 

Umgebung

IP20  Schutzart

Ta: -30 OC ~ +55 OC

T c: +85OC

Model No.: RM1/RM2

Eigenschaften
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6-Key RF Remote Controller

Ausgangs-Signal RF(2.4GHz)

Betriebs-Spannung 3VDC(CR2032)

Betriebsstrom ＜5mA

Standbystrom ＜2μA

Standby Time 2 Jahre

Bediendistanz 30m (Barrierefrei)

Sicherheit und EMV
EMV Standard EN301 489, EN 62479  

Funkanlagenrichtlinie (RED) EN300 328

Zertifikat CE, EMV, LVD, RED

EN60950Sicherheits-Standard (LVD)

Mechanical Structures and Installations

Match Remote Control (two match ways)

Use the controller’s Match key

Match: 

Short press match key, 
immediately press on/off key on the remote.
The LED indicator fast flash a few times 
means match is successful.

Use Power Restart 

Match: 

Switch off the power, then switch on power again, 
immediately short press on/off key 3 times on the remote. 
The light blinks 3 times means match is successful.

.

Delete: 

Switch off the power, then switch on power again, 
immediately short press on/off key 5 times on the remote. 
The light blinks 5 times means all matched remotes were 
deleted.

Delete: 

Press and hold match key for 5s to delete all match, 
The LED indicator fast flash a few times 
means all matched remotes were deleted.

End user can choose the suitable match/delete ways. Two options are offered for selection:

RM1,RM2   6-Key RF Remote Controller

LVD RED

1-Zonen-Dimmung 1-Zonen-CCT

Note: Before the first use, 
please remove the protective film on the battery.

CR2032 Battery
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● Apply to single color or dual color LED controller.

● Each remote can match one or more receiver.

● R bC 2032 attery powered.

● Operate with LED indicator light.
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Technical Parameters

Input and Output

Warranty 

 5 years  Warranty

Operation temperature

Case temperature (Max.)

Environment

IP20IP rating

Ta: -30 OC ~ +55 OC

Tc:+85OC

Model No.: RM1/RM2

Features
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1 zone dimming/6-key/Wireless remote 30m distance/CR2032 battery

6-Key RF Remote Controller

RM1 RM2

Output signal                  RF 2.4GHz( )

Working voltage             3VDC CR2032( )

Working current              ＜5mA

Standby current              ＜2μA

Standby time                  2 years

Remote distance             30m(Barrier-free space)

Safety and EMC

EMC standard (EMC) EN301 489,EN 62479  

Radio Equipment(RED) EN300 328

Certification CE,EMC,LVD,RED

EN60950Safety standard(LVD)

Mechanical Structures and Installations

Power Neustart verwenden

Verbinden:
Schalte den Empfänger ab, dann wieder an und drücke 
direkt darauf 3x die ON/OFF Taste der Fernbedienung. 
Leuchtet der LED Indikator 3x bedeutet dies die Verbindung 
war erfolgreich.

Entfernen:
Schalte den Empfänger ab, dann wieder an und drücke 
direkt darauf 5x die ON/OFF Taste der Fernbedienung. 
Leuchtet der LED Indikator 5x bedeutet dies die Steuerung 
wurde erfolgreich entfernt.

Match Taste der Steuerung verwenden

Verbinden: 
Drücke kurz die Match Taste des Empfängers und 
direkt darauf die ON/OFF Taste auf der 
Fernbedienung. Leuchtet der LED Indikator schnell 
einige male auf bedeutet dies die Steuerung ist 
verbunden. 

Entfernen:
Drücke und Halte die Match Taste des Empfängers für 
5 Sek. um alle Verbindungen zu entfernen. Leuchtet 
der LED Indikator schnell einige Male auf bedeutet dies 
alle Verbindungen sind entfernt.

Verbinden der Fernbedienung (2 Varianten)

Endnutzer kann zwischen 2 Varianten die Fernbedienung zu  verbinden/entfernen wählen:

RM1,RM2   6-Key RF Remote Controller

LVD RED

1 Zone Dimming 1 Zone CCT

Hinweis: Vor Nutzung, bitte die Schutzfolie 
unter der Batterie entfernen.
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Safety information

1.  Read all instructions carefully before you begin this installation.
2. When installing battery, pay attention to the battery positive and negative polarity. 

A long time without the remote control, remove the battery.
When remote distance becomes smaller and insensitive, replace the battery.

3.  If no response from the receiver, please re-match the remote. 
4.  Gently handle remote, beware of falling.
5.  For indoor and dry location use only.
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Farbtemperatur+/-:
Drücke für 11 Stufen, gedrückt halten (1-6 Sek.) für kontinuierliche  256 Stufen Einstellungen. 
Helligkeit+/-: 
Drücke für 10 Stufen, gedrückt halten (1-6 Sek.) für kontinuierliche 256 Stufen Einstellungen.

Tasten Funktion

30s

30s

30s

30s

ON/OFF

Schaltet das Licht nach 30 Sek. ab, langes drücken 2 Sek. wird das Licht nach 60 Sek. 
abschalten. 

50% Helligkeit

10% Helligkeit für ein kleines Nachtlicht

Helligkeit+

Helligkeit-

ON/OFF

Schaltet das Licht nach 30 Sek. ab, langes drücken 2 Sek. wird das Licht nach 60 Sek. abschalten. 

Farbtemperatur +

Farbtemperatur -

Helligkeit +

Helligkeit -

RM1,RM2   6-Key RF Remote Controller

Helligkeit+/-:
Drücke kurz für 10 Stufen, langes drücken (1-6 Sek.) für kontinuierliche  256 Stufen Einstellungen.

Sicherheitsinformationen
1. Lies alle Instruktionen sorgfältig bevor du mit der Installation beginnst.
2. Achte genau auf die Polarität der Batterie. Sollte die Fernbedienung länger nicht benutzt

werden ist die Batterie zu entfernen.
Wird die Distanz oder der Empfang der Fernbedienung zu gering, bitte Batterie tauschen.

3. Wenn der Empfänger kein Signal empfängt bitte die Fernbedienung erneut verbinden.
4. Fernbedienung behutsam behandeln, darauf achten diese nicht fallen zu lassen.
5. Nur für Innen- und Trockenbereiche verwenden.
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Color temperature+ -:/
Short press 11 levels, long press 1-6s for continuous 256 levels adjustment.
Brightness+/-: 
Short press 10 levels, long press 1-6s for continuous 256 levels adjustment.

Color temperature +

RM2   1 zone CCT remote● 

10% brightness for small night light

Brightness+

50% brightness

On/Off

Brightness-

RM1   1 zone dimming remote● 

Key function

30s

30s

30s

30s

 Turn off light after 30s, long press 2s will turn off light after 60s.

Brightness+

On/Off

Brightness-

 Turn off light after 30s, long press 2s will turn off light after 60s.

Color temperature -

Brightness+/-: 
Short press 10 levels, long press 1-6s for continuous 256 levels adjustment.

● 37432 1-Zonen-Dimmung Fernbedienung

• 37444 1-Zonen-CCT Fernbedienung
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